
STYLE No. CZMR01 & CZMR02 

Cooper Metal Rectangular Wall Mounted Stationary Mirror 

IMPORTANT: 

 To ensure this product is installed properly,

you must read and follow these guidelines.

 The owner/user of this product must keep

this information for further reference.

 This product must be installed by a

professional licensed contractor.

 Inspect this product to ensure you have all

the parts required for proper installation.
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INSTALLATION: 

 Products may vary, find mounting points from enclosed mirror and steps below.

 Anchors & screws provided are for drywall or similar walls. Use anchors & screws appropriate for your

installation.

1. Attach BRACKET CLIPS to MOUNTING PLATES with (6) DECORATIVE SCREWS & (6) RUBBER WASHERS.

2. Place BRACKET CLIP under bottom of MIRROR and place on wall. Determine desired mounting location.

3. Remove BRACKET CLIP from MOUNTING PLATE and replace MOUNTING PLATE at desired wall location.

At the four holes in MOUNTING PLATE mark the ANCHOR locations.

4. Install ANCHORS in wall and attach MOUNTING PLATE to ANCHORS with SCREWS.

5. Reattach BRACKET CLIP to MOUNTING PLATE with (3) DECORATIVE SCREWS and (3) RUBBER WASHERS.

6. Place MIRROR into channel and have helper hold while repeating steps 2 to 5 for top BRACKET CLIP. 
CONTENTS: 

(1) MIRROR

(2) BRACKET CLIPS

(2) MOUNTING PLATES

(6) DECORATIVE SCREWS

(6) RUBBER WASHERS

(8) #8 x 1 ¼” SCREWS

(8) ANCHORS




